
 GUIDE to TROUBLESHOOTING 
MULTI-FLOW DISPENSERS 

POSTMIX SYSTEM CO2 PRESSURE SETTINGS 

60 PSI - Secondary Regulator 
105 PSI - Primary Regulator 

ALWAYS 

SECURE 

CO2 

TANKS CARBONATOR 
BIB PUMP 

PRODUCT NOT 

DISPENSING 

NO SYRUP 

PRODUCT FLAT 

or TOO WARM 

Flip Changeover Valve Check if Unit is On Close Ice Bin Door Check Carbonator Plug 

Replace Syrup Box     

Check Right Side is Up Reinstall Connector 

Check Primary      

Pressure 

Check  Secondary 

Pressure 

Check Carbonator Plug / 

Circuit Breaker 

Check Primary Pressure / 

Change Tank When Less 

Than 400PSI 

Fill Ice Bin &              

Tap Down Ice 

Identify if it’s One Valve 

Or All Valves 

Ensure Valves are 

Clean and Sanitized 
Check if Correct Syrup  

Flavor is Connected 

BAD TASTE 

With Electrical Cooling, 

Clear Air Flow Restriction 

Change tank 

when less than 

400 PSI 

PLASTIC HOSE 

CHANGEOVER 

VALVE 
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REGULATOR 

FULL REGULATOR 

CO2 

GAS 

TANK 

CO2 

GAS 

TANK 

       If your soda water is flat:              
#1  BE SURE YOU HAVE ICE ON    

OUR COLD PLATE; 

#2  THEN PLEASE CHECK YOUR CO2 

GAS TANKS   

* IF YOU FIND ONE GAS TANK IN 

THE RED (EMPTY) FOLLOW THE 

LINE FROM THE GAUGE TO THE 

CHANGEOVER VALVE. 

*  TURN THE HANDLE ON THE 

CHANGEOVER VALVE FROM THE 

EMPTY TANK TO THE FULL TANK. 

* AFTER CHANGING TANKS YOU 

WILL HAVE TO RUN OFF SODA 

WATER UNTIL CARBONATIONED 

SODA WATER RETURNS. 

877-389-9405 


